
DHS Barrel Plate with Dynamic Compression Hole

Product Model : Default Model No

Category: DHS - DCS & Angled Blade, Orthopaedic Implants,

Summary :

Holes
Codes Stainless Steel

Angle Degree
125° 130° 135° 140° 145° 150°

2 1404.2.125 1404.2.130 1404.2.135 1404.2.140 1404.2.145 1404.2.150

3 1404.3.125 1404.3.130 1404.3.135 1404.3.140 1404.3.145 1404.3.150

4 1404.4.125 1404.4.130 1404.4.135 1404.4.140 1404.4.145 1404.4.150

5 1404.5.125 1404.5.130 1404.5.135 1404.5.140 1404.5.145 1404.5.150

6 1404.6.125 1404.6.130 1404.6.135 1404.6.140 1404.6.145 1404.6.150

7 1404.7.125 1404.7.130 1404.7.135 1404.7.140 1404.7.145 1404.7.150

8 1404.8.125 1404.8.130 1404.8.135 1404.8.140 1404.8.145 1404.8.150

9 1404.9.125 1404.9.130 1404.9.135 1404.9.140 1404.9.145 1404.9.150

10 1404.10.125 1404.10.130 1404.10.135 1404.10.140 1404.10.145 1404.10.150

12 1404.12.125 1404.12.130 1404.12.135 1404.12.140 1404.12.145 1404.12.150



14 1404.14.125 1404.14.130 1404.14.135 1404.14.140 1404.14.145 1404.14.150

16 1404.16.125 1404.16.130 1404.16.135 1404.16.140 1404.16.145 1404.16.150

For Titanium, please affix “Ti” after above code number

Specification :

Holes
Codes Stainless Steel

Angle Degree
125° 130° 135° 140° 145° 150°

2 1404.2.125 1404.2.130 1404.2.135 1404.2.140 1404.2.145 1404.2.150

3 1404.3.125 1404.3.130 1404.3.135 1404.3.140 1404.3.145 1404.3.150

4 1404.4.125 1404.4.130 1404.4.135 1404.4.140 1404.4.145 1404.4.150

5 1404.5.125 1404.5.130 1404.5.135 1404.5.140 1404.5.145 1404.5.150

6 1404.6.125 1404.6.130 1404.6.135 1404.6.140 1404.6.145 1404.6.150

7 1404.7.125 1404.7.130 1404.7.135 1404.7.140 1404.7.145 1404.7.150

8 1404.8.125 1404.8.130 1404.8.135 1404.8.140 1404.8.145 1404.8.150

9 1404.9.125 1404.9.130 1404.9.135 1404.9.140 1404.9.145 1404.9.150

10 1404.10.125 1404.10.130 1404.10.135 1404.10.140 1404.10.145 1404.10.150

12 1404.12.125 1404.12.130 1404.12.135 1404.12.140 1404.12.145 1404.12.150

14 1404.14.125 1404.14.130 1404.14.135 1404.14.140 1404.14.145 1404.14.150

16 1404.16.125 1404.16.130 1404.16.135 1404.16.140 1404.16.145 1404.16.150

For Titanium, please affix “Ti” after above code number


